
 
 

 
…T1/… Gniazdo telefoniczne pojedyncze RJ12  
…T2/… Gniazdo telefoniczne podwójne RJ12 
…5T/… Gniazdo komputerowe RJ45 kat. 5e UTP + telefo niczne RJ12 
…6T/… Gniazdo komputerowe RJ45 kat. 6 UTP + telefon iczne RJ12  
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Monta ż zestawu:  
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Ściągnięcie płaszcza 
zewnętrznego 

Zaciśnięcie pokrywy 
na korpusie 

Gotowy wkład telefoniczny 

Montaż zestawu do puszki podtynkowej Gotowy zestaw w puszce podtynkowej 

Demontaż pokrywy 

Rozłożenie par wg 
nr linii telefonicznej: 
Linia nr 1 – zaciski 3 i 4 
Linia nr 2 – zaciski 2 i 5 
Linia nr 3 – zaciski 1 i 6 

Demonta ż zestawu:  

Instrukcja monta żu 
wkładu telefonicznego  



 
 

 
…T1/…  RJ12 single telephone socket 
…T2/…  RJ12 double telephone socket 
…5T/…  RJ45 cat. 5e UTP computer socket + RJ12 tele phone socket 
…6T/…  RJ45 cat. 6 UTP computer socket + RJ12 telep hone socket  
 
 

 

Set installation : 
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Stripping off the outer 
cable coating 

Clamping the cover 
onto the insert body 

Complete telephone insert 

Set mounting within a flush-mounted junction box Complete telephone insert in a flush-mounted 
junction box 

Cover dismantling 

Pair arrangement according 
to the telephone number: 
 
Line No. 1 – terminals 3 & 4 
Line No. 2 – terminals 2 & 5 
Line No. 3 – terminals 1 & 6 
 

Set dismantling : 

Telephone insert  
Installation instructions 


